Part number

CXFM

Product description
Product type
Series

Connection type
Size

Specification
Technical data

Rated voltage according to
UL/CSA

Further technical details
Insulation resistance
Weight

Operating temperature
range (min, max)

Modular insert

Mixo

Dummy module

1 module

Dummy module for unused frame seats

=10 GQ
3,609

-40 °C ... +125 °C

Modular insert, Mixo series, dummy module
for unused frame seats, 1 module

Material properties
Colour

RoHs conformity

China RoHs - EFUP
REACH SVHC substances

RAL 7032 grey
Compliant

E

No

General ordering information

EAN13 code

eCl@ss 8.1

ETIM 7.0

Packaging Information
Packaging length
Packaging height
Packaging width
Packaging weight
Packaging volume
Packaging description
Packaging quantity
Packaging EAN code
Sub-packaging length
Sub-packaging height
Sub-packaging width
Sub-packaging weight
Sub-packaging volume
Sub-packaging description
Sub-packaging quantity

Sub-packaging EAN
barcode

8015747042239
27440205
EC000438

180,00 mm
120,00 mm
155,00 mm
0,39 kg
3,35 dm?
Carton box
60 Pcs
8015747221412
35,00 mm
40,00 mm
155,00 mm
0,07 kg
0,22 dm?
Carton tray
10 Pcs

8015747042246



Part number

CXFM

Catalogue drawings
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Notes

Dimensions shown in mm are not binding and may be changed
without notice.




