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CNE 6, 10, 16,
24

12-14
STR

11.5 600 V
ac/dc

- - - 15.0 15.0 - 15.0 15.0 15.0 15.0 - - - 5 600
V ac

CSH 6, 10, 16,
24

14 STR 11.5 600 V
ac/dc

- - - 15.0 15.0 - 15.0 15.0 15.0 15.0 - - - 5 600
V ac

CCE 6, 10, 16,
24

14 STR 11.0 600 V
ac/dc

- - - 15.0 15.0 - 15.0 15.0 15.0 15.0 - - - 5 600
V ac

CQ 05 5 12 STR 15.5 600 V
ac/dc

- - - 20.0 20.0 - 20.0 20.0 20.0 20.0 - - - 5 600
V ac

CQ 05 5 14 STR 15.5 600 V
ac/dc

- - - 20.0 20.0 - 20.0 20.0 20.0 20.0 - - - 5 600
V ac

CQ 07 7 16 STR 8.0 600 V
ac/dc

- - - 10.0 10.0 - 10.0 10.0 10.0 10.0 - - - 5 600
V ac

CQ 07 7 14 STR 13.0 600 V
ac/dc

- - - 15.0 15.0 - 15.0 15.0 15.0 15.0 - - - 5 600
V ac

CQ 12 12 16 STR 8.0 600 V
ac/dc

- - - 10.0 10.0 - 10.0 10.0 10.0 10.0 - - - 5 600
V ac

CQ 12 12 14 STR 13.0 600 V
ac/dc

- - - 15.0 15.0 - 15.0 15.0 15.0 15.0 - - - 5 600
V ac

CQ 08 8 14 STR 12.0 600 V
ac/dc

- - - 15.0 15.0 - 15.0 15.0 15.0 15.0 - - - 5 600
V ac

CQ 08 8 12 STR 17.5 600 V
ac/dc

- - - 20.0 20.0 - 20.0 20.0 20.0 20.0 - - - 5 600
V ac

CQ 04/2 4 12 STR 24.0 600 V
ac/dc

- - - 25.0 25.0 - 25.0 25.0 25.0 25.0 - - - 5 600
V ac

CQ 04/2 4 10 STR 30.0 600 V
ac/dc

- - - 30.0 30.0 - 30.0 30.0 30.0 30.0 - - - 5 600
V ac

CQ4 03 3 14 STR 23.0 600 V
ac/dc

- - - 25.0 25.0 - 25.0 25.0 25.0 25.0 - - - 5 600
V ac

CQ4 02, 
CQ4 02 H

2 14 STR 23.0 600 V
ac/dc

- - - 25.0 25.0 - 25.0 25.0 25.0 25.0 - - - 5 600
V ac

CQ4 03 3 12 STR 30.0 600 V
ac/dc

- - - 30.0 30.0 - 30.0 30.0 30.0 30.0 - - - 5 600
V ac

CQ4 02, 
CQ4 02 H

2 12 STR 30.0 600 V
ac/dc

- - - 30.0 30.0 - 30.0 30.0 30.0 30.0 - - - 5 600
V ac

CQ4 03 3 10 STR 40.0 600 V
ac/dc

- - - 40.0 40.0 - 40.0 40.0 40.0 40.0 - - - 5 600
V ac

CQ4 02, 
CQ4 02 H

2 10 STR 40.0 600 V
ac/dc

- - - 40.0 40.0 - 40.0 40.0 40.0 40.0 - - - 5 600
V ac

CQ4 03 3 8 STR 40.0 600 V
ac/dc

- - - 50.0 50.0 - 50.0 50.0 50.0 50.0 - - - 5 600
V ac

CQ4 02, 
CQ4 02 H

2 8 STR 40.0 600 V
ac/dc

- - - 50.0 50.0 - 50.0 50.0 50.0 50.0 - - - 5 600
V ac
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CQ4 03/2 3 10 STR 37.0 600 V
ac/dc

- - - 40.0 40.0 - 40.0 40.0 40.0 40.0 - - - 5 600
V ac

CQ4 03/2 3 12 STR 30.0 600 V
ac/dc

- - - 30.0 30.0 - 30.0 30.0 30.0 30.0 - - - 5 600
V ac

CQ4 03/2 3 14 STR 23.0 600 V
ac/dc

- - - 25.0 25.0 - 25.0 25.0 25.0 25.0 - - - 5 600
V ac

CX 01 Y
CX 01 YPE

1 2/0
STR

75 600 V
ac/dc

- - - 80.0 80.0 - 80.0 80.0 80.0 80.0       5 600
V ac

CX 01 G 1 2 STR 75 600 V
ac/dc

- - - 80.0 80.0 - 80.0 80.0 80.0 80.0       5 600
V ac

CX 02 G 2 2 STR 75 600 V
ac/dc

- - - 80.0 80.0 - 80.0 80.0 80.0 80.0       5 600
V ac

CX 02 7 2 4 STR 75 600 V
ac/dc

- - - 80.0 80.0 - 80.0 80.0 80.0 80.0       5 600
V ac

CX 02 4 2 10 STR 34 600 V
ac/dc

- - - 35.0 35.0 - 35.0 35.0 35.0 35.0       5 600
V ac

CX 03 4 3 10 STR 34 600 V
ac/dc

- - - 35.0 35.0 - 35.0 35.0 35.0 35.0       5 600
V ac

CX 03 4B 3 8 STR 45 600 V
ac/dc

- - - 45.0 45.0 - 45.0 45.0 45.0 45.0       5 600
V ac

CX 3/4 XD 3 power/
4 auxiliary

10/
14 STR

27/
10

600 V
ac/dc

- - - 30.0 30.0 - 30.0 30.0 30.0 30.0       5 600
V ac

CX 6/8 XD 6 power/
8 auxiliary

10/
14 STR

27/
10

600 V
ac/dc

- - - 30.0 30.0 - 30.0 30.0 30.0 30.0       5 600
V ac

CX 04 X 4 10 STR 28 600 V
ac/dc

- - - 30.0 30.0 - 30.0 30.0 30.0 30.0       5 600
V ac

CX 06 C 6 12 STR 12.5 600 V
ac/dc

- - - 15.0 15.0 - 15.0 15.0 15.0 15.0       5 600
V ac

CX 06P C 6 12 STR 12.5 600 V
ac/dc

- - - 15.0 15.0 - 15.0 15.0 15.0 15.0       5 600
V ac

CX 08 C 8 12 STR 14 600 V
ac/dc

- - - 15.0 15.0 - 15.0 15.0 15.0 15.0       5 600
V ac

CX 20 C 20 12 STR 10 600 V
ac/dc

- - - 10.0 10.0 - 10.0 10.0 10.0 10.0       5 600
V ac

CX 60 C 60 12 STR 10 600 V
ac/dc

- - - 10.0 10.0 - 10.0 10.0 10.0 10.0       5 600
V ac

CX 12 D 12 14 STR 8.0 600 V
ac/dc

- - - 10.0 10.0 - 10.0 10.0 10.0 10.0       5 600
V ac

CX 17 D 17 14 STR 8.0 600 V
ac/dc

- - - 10.0 10.0 - 10.0 10.0 10.0 10.0       5 600
V ac

CX 42 D 42 14 STR 8.0 600 V
ac/dc

- - - 10.0 10.0 - 10.0 10.0 10.0 10.0       5 600
V ac

CX 25 I 25 20 STR 2.5 600 V
ac/dc

- - - 3.0 3.0 - 3.0 3.0 3.0 3.0       5 600
V ac

CX 25 IB 25 18 STR 2.5 600 V
ac/dc 

- - - 3.0 3.0 - 3.0 3.0 3.0 3.0       5 600
V ac

Connector Enclosure

Enclosure -- -- -- -- --  1, 2, 4,
4X, 12

-- -- -- -
-

-- -- -- -- -- -- -- -- --

Marking: Company name or trademark  ,  , catalog designation and the Recognized Component Marking for Canada  on the product or on the smallest

unit container in which the product is packaged.
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